CENERAL NOTES

ENDEX QOF SHEETS

1

COVER SHEET

ALl of TH a T OF WAY NOT COVER 14, THE CRAGING AND SHAPING OF THE DITCHES SHALL BE DONE IN SUCH A
L R SURFACTNG MATEa ey Cnas WITHIR THE RIGHT OF WAY NOT COVERED MANNER 7O ESTABLISH POSITIVE FLOW BETWEEN ORAINAGE STRUCTURES, OR ¢ CENERAL NOTES. INDEX OF SHEETS
: BETWEEN THE EXISTING ELEVATION AT THE UPSTREAM END OF THE GRADING 3-8 SUMMARY OF QUANTITIES
2. CONTRACTOR SHALL PROVIDE ADEQUATE DRAINAGE AND ERDSION T0 THE DOWNSTREAM DRAINAGE STRUCTURE. 10-14  SCHEQULE OF QUANTITIES
FROTECTION FOR THE DURATION OF THIS PROJECT.
i5. BEFORE ORDERING PIPE CULVERTS, THE CONTRACTOR SHALL CONSULT THE 15-22  TYPICAL SECTIONS
3. SEEDING WILL NOT BE PERMITTED AT ANY TIME WHEN THE GROUND IS ENGINEER FOR EXACT LENGTHS. 23-24  ALIGNMENTS, TIES, AMD BENCHMARKS
FROZEN, WET OR IN AN UNTILLABLE CONDITION, LOCATIONS TO BE re75  BL-55 PLAN SHEETS
] A ER N 2, - - 1
SEEDED SHALL EE OETERMINED BY THE ENGINEE 6. THE COMNECTIONS OF THE PROPOSED PIPE CULVERTS TO EXISTING PIPES, CULVERTS, N
30-32  SUDDUTH RO / WOLF CREEK RD IMTERSECTION DETAIL SHEETS
a THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING UTILITY OR STRUCTURES WILL BE TO THE SATSFACTION OF THE ENGINEER, AND WILL BE
; oTi ES 5 ]
PROFERTY FROM CONSTRUCTION OPERATIONS AS OUTLINED IN ARTICLE INCLUDED in THE COST OF THE FIFE CULVERTS. 33-37  RAMP INTERSECTION PLAN SHEETS
107, 51 OF THE STANDARD SPECIFICATIONS. - THE JULIE NUMBER IS 17, HOT-MIX ASPHALT RESURFACING OF THE EXISTING PAVEMENT AND SHOULDERS SHALL 38-33  TRANSITION TAPER DETAIL SHEETS
800-892-0123. A MINIMUM OF FORTY-EI1GHT HOURS ADVANCE NOTICE BE DONE [N A MANNER THAT MAINTAINS A MINIMUM VERTICAL CLEARANCE OF 40-8  PAVEMENT WARKING SHEETS
é$ ?gguégﬁgh%?g; gﬁ’:iggagagggiEggggigﬂﬁgi‘osiﬁéﬂgﬁg& gé“?ig 15 FEET AT ALL OVERMEAD STRUCTURES. THE MINIMUM VERTICAL CLEARANCE
£ HA MAINTAINED FROM OUTSIDE TO OUTSIDE OF THE PAVED SHOULDERS. 4g- TING PLAM SHEETS
DEPARTMENT AT THE CONTRACTOR' S EXPENSE, INCLUDING TEMPORARY SRALL BE MAINTAINE o K 43-56  LICHTING PL . €
Sgiﬁéﬁggg%gﬁ?; gglﬁgoggi%\lgg %E;;:Epggmhég Sﬁgﬁ?éée”““ PRIOR T0 THE START DF RESURFACING OPERATIONS, THE CONTRACTOR, [N THE 57-58  CRASH WALL EXTERSIONS
) ! PRESENCE OF THE ENCINEER, SHALL MEASURE AMD DOCUMENT THE EXISTING 59-83  DETAIL SHEETS
5. THE LOCATIONS OF THOSE BURIED AND ABOVEGROUND UTILITIES SHOWN ARE VERTICAL CLEARANCE AT ALL QVERHEAD STRUC;UF\’F_S. MEA;UREMENTS SHALL 84 DETOUR SHEETS
APPROXIMATE, ARE SHOWN FOR CONTRACTOR INFORMATIONAL USE ONLY, AND 8F TAKEN AT THE OUTSIDE EDGES OF THE PAVED SHOULDERS, AT THE EDGE OF . o
ARE NOY TO BE REFERENCED FOR CONSTRUCTIOMS PURPGSES. THE IMPLIED EACH LANE, AND AT ANY SPLICE PLATES OVER THE SHOULDERS OR PAVEMENT, 5368 STORM WATER POLUTION PREVENTION PLAN
ERE?EEEE ORoﬁﬁgiNCE OF ;’T;bégéE?RInggT ’;g gg CONSAZEUEDTSY TSE OWHNER, [f NECESSARY, THE ENGINEER SHALL MAKE ADJUSTMENTS TO THE RESURFACING §9-10%  CROSS SECTION SHEETS - BL 58
NGINEER, CONTRACTOR, 0 NTRAC TORS An ACLURATE AN THICK NOIN THE PLANS TO MAINTA 2 MINIMUM VERTICA - - £
COMPLETE REPRESEMTATION OF UTILITIES THAT MAY OR MAY NOT EXIST O c?5§a§§§§ SHOWN | E PLANS TO MAINTAIN THE REQUIRED MINIMUM VERTICAL 1:10-111  CROSS SECTION SHEETS -~ WOLF CREEX ROAD
THE CONSTRUCTION S1TE. BURIED AND ABOVEGROUND UTILITY LOCATION, & . 112-116  CROSS SECTIGN SHEETS - SUDOUTH ROAD
IDENTIFICATION, AMD MARKING ARE THE SOLE RESPONSIBILITY OF THE
CONTRACTOR, RERDUTING, DISCOMNECTION, FROTECTION, E£YL. OF ANY FOLLOWING PULACEMEMT OF THE SURFACE COURSE AND HMA SHOULDERS,
UTILITIES MUST BE COORDINATED BETWEEN THE CONTRACTOR, UTILITY THE CONTRACTOR, 1M THE PRESENCE GOF THE ENGINEER, SHALL MEASURE AND
COMPANY, AND OWNER. SITE SAFETY, INCLUDING THE AVOIDANCE 0OF HAZARDS DOCUMENT THE VERTICAL CLEARANCE AS DESCRIBED ABOVE.  IF THE MINIMUM = ) BELETED
ASSOCIATEOD WITH BURIED AND ABOVEGROUND UTILITIES, REMAINS THE SOLE VERTICAL CLEARANCE 1S LESS THAN 16 FEET, THE CONTRACTOR, AT HIS OWM ¥ SWERT 55 DRu
RESPONSISILITY OF THE CONTRACTOR, EXPENSE, SHALL REMOVE AND REPLACE THE HMA SURFACE COURSE AS
6. THE THICKNESS OF HOT-MIX ASPHALT MIXTURES SHOWN ON THE PLANS IS DIRECTED BY THE ENGINEER.
THE NOMINAL THICKNESS, DEVIATIONS FROM THE NOMINAL THICKNESS WILL -
BE PERMITTED WHEN SUCH DEVIATIONS OCCUR DUE 70 IRREGULARITIES o ALY JORK SHALL BE INCLUDE N THE COST OF THE VARIOUS e
IN THE EXISTING SURFACE OR BASE ON WHICH THE HOT-MIX ASFHALT . DISTRICT SIX
MIXTURE 1S PLACED. HOT-MIX ASPHALT SHOULDERS SHALL BE RAMPED IN THE SAME MANNER AS THE e s
HMA BINDER AND SURFACE COURSES.
7. FOR STABILIZATION, ALL TYP ARRICA HALL REQUIRE A MINIMUM B
B FoUR SanbaALe PER EAR CaDL, DARRICADES SHaLL : 16. ALL SAW CUTS, NECESSARY TO COMPLETE THE WORK DETAILED IN THESE PLANS, EXAMINED ey 20 43
’ SHALL BE [MCLUDED [N THE COST FOR THE VARIOUS PAY ITEMS INVOLVED. THE 7~
8, WHERE SECTION OR SUBSECTION MONUMENTS ARE ENCOUNTERED., THE EMGINEER MINIMUM SAW CUT DEPTH IN THE PAVEMENT SHALL BE 1 1/2" UMLESS DTHERWISE 7 _
SHALL BE NOTIFIED BEFORE SUCH MOMUMENTS ARE REMOVED, THE COMTRACTOR SPECIFIED IN A DETAIL SHOWN IN THE BLANS, _ Rl an ¥
SHALL PROTECT AND CAREFULLY PRESERVE ALL MONUMENTS UNTIL AN OPER_ATIONS E} NET
AUTHORIZED SURVEYOR OR AGENT HAS WITNESSED OR OTHERWISE REFERENCED 19, THE ENGINEER SHALL BE THE SOLE JUDGE CONCERNING CURING TIME FOR THE : b ML B .
THEIR LGCATION, THE CONTRACTOR SHALL BE RESPONSIBLE FOR HAVING AN VARIOUS BITUMINOUS LIFTS. T S — —— e e
AUTHORIZED SURVEYOR RE-ESTABLISH ANY SECTION OF SUBSECTION MOMUMENTS i _
DESTROTED BY WIS OPERATIONS. 20. ANY REFERENCES OR CALL-OUTS iN THESE PLANS TO "BITUMINOUS CONCRETE” EXAMINED O/ /4/7 20 /3
SHALL BE INTERPRETED TO MEAN "HOT-MIX ASPHALT. " . - L=
9. THE FOLLOWING RATES OF APPLICATION HAVE BEEN USED IN CALCULATING -
PLAN QUANTITIES:
CRANULAR MATERIALS 2,05 TONS/CU YD PROJEC '}I\@’DEM’ ENTATION. FINEE
RIPRAP 1. 75 TON/CU YD ——— I e NTATION ENG i ER :
BITUMINOUS MATERIAL (PRIME COAT) 0. 00038 TON/SO YD . : ' o : - -
AGGREGATE (PRIME COAT) $.002 TON/ST YD s D ZS 3
HOT-MIX ASPHALT SURFACE COURSE 11z LBS/S8 YO/ [N XAMINE I\{QV
HOT-MIX ASPHALT BINMDER COURSE 112 LBS/58 YDAIN COMMI TMENTS: 20 |
NITROGEN FERTILIZER NUTRIENT 80 L8S./ACRE : a RM u
PHOSEHORUS FERTILIZER NUTIRENT 90 LBS./ACRE .
THERE ARE MO COMMITMENTS ON THIS PROJECT.
POTASSIUM FERTILIZER NUTIRENT 90 LES. S ALRE . o :
AGGRICUL TURAL GROUND L IMESTONE 2.0 TON/ACRE - .PROGRAM'DEVELOPWNT ENGINEER
10, ALL ELEVATIONS REFER TO U.S5.G.5. MEAN SEA LEVEL DATUM. The following mixture requirements
i1, ANY REFERENCE TO A STANDARD IN THESE PLANS SHALL BE INTERPRETED T0 ore opplicoble for *his project:
MEAN THE EDITION AS INDICATED BY THE SUSMUMBER LISTED ON THE INDEX ‘
OF SHEETS OR THE COPY OF THE STANDARD INCLUDED IN THESE PLANS. Mixture Number 1 2 3 4
12. ggéiégTNotw OTHERWISE, STATIONS AND OFFSETS REFER TO CENTERLINE OF Mixture Ussals) HMA SURFACE HMA BASE CSE, PATCHING, HMA SHOULDERS HMA SHOULDERS,
HMA BINDER { SURFACE LIFT: 6 /2"
13, IN ADDITION TO FIELD SURVEYS AMD AERIAL SURVEYS, PLAN DIMENSIONS AND
DETAILS RELATIVE TO THE EXISTING FACILITIES HAVE BEEN TAKEN FROM
EXISTING PLANS AND ARE SUBJECT T0 CONSTRUCTION VARIATIONS. T SHALL AC/PG: PG g4-22 PG 64-22 PG B4-22 PG g4-22
BE THE CONTRACTOR' S RESPONSIBILITY TO VERIFY SUCH DIMENSIONS AND - - — - - - -
CEYAILS [N THE FIELD. SUCH VARIATIONS SHALL NOT BE A CAUSE FOR Design Air Voids: 4.04 @ NTO 4,04 g NTO 4. 04 @ NBC 4.07 @ NS0
ADDITIONAL COMPENSATION DUE T0 A CHANGE [N THE SCOPE OF THE WORK, —
HOWEVER, THE CONTRACTOR WILL BE PAID FOR THE OUANTITY ACTUALLY Mixture Composition:
FURNISHED AT THE UNIT PRICE BID FOR THE WORK, . L 2.5 it 19.0 it 9.5 L 19.0
{ Gradetion Mixture)
Friction Aggregate: MIX Do NAA MIX C” NS A
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